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Interface - Installation



Interface - Electronics



Interface - Electronics

TBD – lengths of cables. But we have plenty of cable. 



Interface - Electronics



Interface - Cryostat



Cryostat Nozzle



Cryostat – The FLANGE
We will use a 16.5” OD flange, like this one…

..With these feed-thrus.

• We will have 10 3” feed-thrus (x4 SHV connectors) 
to accommodate 40 cables.

• We can insulate the feed-thrus, if we decide not to 
ground to cryostat. (low probability that we will do 
this.)



Flange configurations –
12” and 14.5” 

We prefer 14.5” in order to be able to easily fit 
the connectors on.

According to the Interface Agreement, we are 
purchasing this.



Notes

• TDR has been submitted to the collaboration 
for proofreading.

• MOU has been received by Princeton for the 
support rack. 

• The support rack will be moving off of MIT and 
onto Princeton for the future. 



A review of the charge
Will the support rack meet the needs of the PMTs and 

integrate smoothly with the experiment?

Have interfaces been agreed to?

Are assembly and installation plans well thought out?

Are future manpower needs sufficient and identified?

Are milestones embedded in the schedule?

 Is CD-2 documentation complete?

…We think so!

We have time to implement any recommendations
we receive between now and the Directors
review.

Thank you to the committee for your time.


